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263mac

WIDTH OF DRIVEWAYS

(SEE PLANS)

/

CONSTRUCT ONLY IF PROPQOSED SIDEWALK IS REQUIRED.
MATCH EXISTING DRIVEWAY PAVEMENT MATERIAL.

L. IF THE EXISTING DRIVEWAY IS HOT-MIX ASPHALT
CONSTRUCT MATERIALS SHOWN IN SECTION B-B

2. IF THE EXISTING DRIVEWAY IS GRAVEL PLACE

AGGREGATE SURFACE COURSE, TYPE B BEHIND
THE PROPOSED SIDEWALK.

/—ROW LINE

7

12 MIN AT FACE
OF WALK

EXISTING OR PROPOSED SIDEWALK
/IF PROPOSED SIDEWALK IS REQUIRED.
SEE SIDEWALK DETAIL THIS SHEET.

VARIES

BACK OF CURB

1Y

TRANSITION CURB/

EXISTING CURB (TYP.J'Y

3

FLARE

DEPRESSED CURB

FLARE

\COMBINATION CONCRETE CURB
AND GUTTER TYPE B-6.12

CXISTING DRIVEWAY OR
FARKING LOT

\TRANSITION CURB

12 13000 & YaR.
o~ ROM. LINE

P.L.C.
SIDEWALK

WIDTH _OF BRIVEWAY
(SEE. PLANS]

P.L.Co
SIDEWALK

CONCRETE CURB TYPE 8 tTYR) -

CURB AND GUTTER

TRANSITION (TYP.) —\ h
COMBINATION ;

CURB & CUTTER

+

CURE RaMP PER

STD. 424001 (TYPy
TYP, TRANSITION 300{12)

2 500 518

L

< o R 48

mi Nl

PARKWAY (TYP.}

&

CGEPRESSED CURB

A

PROPOSED PAVEMENT

A

A

RICID DRIVEWAY

COMMERCIAL ENTRANCE (CE):
P.C.C. DRIVEWAY PAVEMENT 8

AGGREGATE BASE COURSE, TYPE B, 4

MEASURED IN SQ. YD.

NON-COMMERCIAL ENTRANCE (PE):
P.C.C. DRIVEWAY PAVEMENT 6
AGGREGATE BASE COURSE,

MEASURED IN SQ. YD.

TYPE B, 4~

RIGID DRIVEWAY

CEz P.C.C. DRIVEWAY PAVEMENT 8"

AGGREGATE BASE COURSE, TYPE B, 4"

PEs P.C.C. DRIVEWAY PAVEMENT 6"

AGGREGATE BASE COURSE, TYPE B, 47

v

WITH CONCRETE CURB, TYPE B

v

¥

SECTION A-A

SECTION B-B

/-—‘5.3’ 1.0 m! & VAR

HMA SURFACE COURSE, MIX “D",
MEASURED IN TONS TYP

CE: HMA BASE COURSE, 8~

PE: HMA BASE COURSE, 6"

-

25 (1 PREFQRMED
FXPANSION JOINT
FILLER ATYPR.)

HMA DRIVEWAY

HMA SURFACE COURSE, MIX D", N50, 2"
MEASURED IN TONS

CE: HMA BASE COURSE, 8"
AGGREGATE BASE COURSE, TYPE B, 4“
MEASURED IN SQ. YD.

VARIES

TOPSOIL, FURNISH AND PLACE, 4"
AND SEEDING, CLASS 2A

EXISTING GROUND—/

GRANULAR FILL (INCLUDED)—4_ |7
o
/

GEOSYNTHETIC REINFORCEMENT LENGTH —1 ‘
AND LOCATION PER APPROVED SHOP o \
DRAWING -

%]

=

o S |

> R |

EXCAVATION LIMIT — 1 PORTLAND CEMENT CONCRETE

SIDEWALK 5 INCH

GEOTECHICAL FABRIC {INCLUDED)
AGGREGATE BASE COURSE, TYPE B 4"

EVELING PAD
AGGREGATE BASE COURSE, TYPE B 6"
(CA-6, CRUSHED AGGREGATE MATERIAL)

SURFACE OF EXPOSED SEGMENTAL BLOCK WALL.
THE TYPE, COLOR & TEXTURE OF THE RETAINING
WALL SHALL BE AS APPROVED BY THE ENGINEER.
BASE OF WALL

SEGMENTAL CONCRETE BLOCK WALL, SPECIAL DETAIL

NO SCALE
ORCHARD DRIVE, SEE PLANS FOR LOCATION

REMOVE PORTION OF
PIPE IN CONFLICT
(SIZE VARIES)

FSEWER PIPE EXISTING WATER MAIN7

~UTILIZE GRANULAR /
/ TRENCH BACKFILL 7 /

SEE _NOTE 3-

4 ———UTILIZE RESTRAINED
SOLID - JOINT FITTINGS,
SLEEVE REACTION BLOCKING,

OR TIE RODS. (TYP)

\CASING (MATERIAL PER
SPECIFICATIONS)

NOTE: 1.

WATER MAIN RELOCATIONS ARE SUBJECT TO
INSPECTION AT NORMAL SYSTEM PRESSURE
BEFORE BURIAL.

2. USE ONLY 45 DEGREE BENDS UNLESS OTHERWISE
PERMITTED BY THE ENGINEER.

3. CASING MUST EXTEND A MINIMUM OF 10 FEET BEYOND
OUTSIDE EDGE OF SEWER PIPE - ON BOTH SIDES OF SEWER.

PE: HMA BASE COURSE, 6”
AGGREGATE BASE COURSE. TYPE B, 4“
MEASURED IN SQ.

WIDTH OF ADJUSTING WATER MAIN - DUCTILE IRON
SHARED-USE PATH NO SCALE
(SEE PLANS)
TNV > / N
KRG A L L L LL LR GENERAL NOTES:
e DRIVEWAY SLOPES, LOCATIONS, & GEOMETRIC LAYOUT SHALL BE IN ACCORDANCE WITH THE LATEST

<o Lad WKL

HMA SURFACE COURSE-
N50, 2"

MIX C",
Hidh DRIVEWAY.

N50, 2¢

AGGREGATE BASE COURSE. TYPE B, 4
MEASURED IN SQ.

AGGREGATE BASE COURSE
E B, 4

SHARED-

EDITION OF THE “HANDBOOK FOR POLICY ON PERMITS FOR ACCESS DRIVEWAYS TO STATE HIGHWAYS'.
FOR FURTHER LAYOUT REQUIREMENTS, REFER TO ILLUSTRATIONS IN THE PERMIT HANDBOOK. DRIVEWAYS
SHALL BE REPLACED IN KIND, UNLESS OTHERWISE NOTED ON THE PLANS.

COMMERCIAL DRIVEWAYS SHALL BE CONSTRUCTED WITH CONCRETE CURB, TYPE B RETURNS.

COMBINATION CONCRETE CURB AND GUTTER SHALL BE MEASURED STRAIGHT ACROSS THE DRIVEWAY. NO |
ADDITIONAL COMPENSATION WILL BE ALLOWED FOR THE CURB AND GUTTER TRANSITION.

1" (25) PERFORMED EXPANSION JOINT FILLER WILL NOT BE PAID SEPARATELY, BUT SHALL BE
CONSIDERED INCLUDED IN THE COST OF THE P.C.C. DRIVEWAY PAVEMENT OR P.C.C. SIDEWALK.

USE PATH DETAIL

AGGREGATE BASE COURSE, TYPE B, 4"
MEASURED IN SQ. YD.

WHEN THE P.C.C. SIDEWALK EXTENDS THROUGH THE DRIVEWAY, THE THICKNESS OF THE SIDEWALK IN

THE DRIVEWAY AREA SHALL BE THE SAME AS THE DRIVEWAY THICKNESS. SIDEWALK WILL BE PAID FOR
DRIVEWAY DETAlLS AS P.C.C. SIDEWALK OF THE THICKNESS SPECIFIED. SIDEWALK CROSS SLOPE THRU DRIVEWAY AREA TO
BE A MAXIMUM OF 1:50.
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